
The ASE series manual call points have been developed to provide a manual alarm interface to
conventional fire alarm systems. High quality switching components and material's combine to provide
excellent reliability and safety

The manual break unit of ASE series is available in different models as-

1. ASE/M-ABS 2. ASE/M-MS

Material Poly carbonate ABS plastic Metal Sheet enclosure

Flammability UL94-HB UL94-HB.

Ingress protection IP24D IP24D

Switching Contacts Single Pole Changeover Single Pole Changeover.

Maximum contact voltage 30VDC 30VDC

Colour Red Red or as per customer requirement.

Dimensions in mm (85x 85 x50) (W*H*D) (120 x 90 x55) (W*H*D)

Operating Voltage 20 to 30 VDC 20 to 30 VDC

Feature ASE/M-ABS ASE/M-MS

*   Safe & reliable
* Available with or without internal resistor
*  Flush or surface mounting
* Terminals for up to 2.5 sq.mm conductors
*  Complimentary range of accessories

The series is available in a variety of options including different colours, mountings and switching
arrangements. This Flexibility ensures that a call point is available to match the environment and
installation.
Function testing of the call points is easily achieved through the use of a specialist test key(provided)
which is simply pushed into the bottom of the unit to activate the switch.

SPECIFICATIONS:

FEATURES:

MANUAL CALL POINT :



The ASE series Hooters are present in the different models as

SPECIFICATION :
Material : ABS/Metal Sheet
Colour : Red / other colour as per customer choice
Operating Temperature : -300C to + 700C
Maximum humidity : 93% @550C (NBD base)
Cable termination : From topside and Backside
Operating voltage : 16 - 33 VDC

FEATURES :
103dB(A) Maximum output
Volume control (Optional)
Wall mounting sounder
Rugged construction
Easy cable entry & exit.

•
•
•
•
•

3. Hooter cum Flasher (ABS) 4.Hooter (ABS)

1. Hooter cum Flasher (Metal Box) 2.Hooter (Metal Box)

HOOTER:

The ASE series of wall mounting conventional sounders have been engineered combining rugged
construction and acoustic efficiency. This results in a low current sounder with high volume, wide angle
sound distribution providing good audibility in all directions. These sounders are suitable for many
applications from office to hotels, industrial plants to hospitals.

The internal solid state electronics provide the user with a choice of either continuous or sweeping tones
at a variety of frequencies and volume levels. The ASE series sounders are available as per customer
choice but mainly of red colour.
The ASE sounders can be integrated onto systems using other sounders or strobes from the Daksh
portfolio or other compatible systems.



This is the indicating device which is used for the purpose of visual Check out the response of the
detectors which are not directly visual like for the fake floor or for the false ceilin. This device is directly
link with the detector. This one device may be connected with the more than one detector.

It has two screws to remove the necessary knock outs for installation cabinet by opening this the wire
which are coming from the detectors are to be connected with the two terminal provided inside terminal of
the device box. Red wire is for +ve of detector & black wire is for connecting terninal of the detector.

Operating Voltage : 24VDC
Colour : White
Weight : 60 gms, 40 gms &
Weight : 125 gsm Top Cover is ABS & Box

Is CRCA Sheet
Visual Element : LED ( Red)

LED Indicators
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RESPONSE INDICATORS
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EXIT LIGHT WITH BATTERY BACK UP:

HOW TO INSTALL :

OPERATION :
•
•
•
•
•

It is used where the requirement of indication given to the general public about the indication given to
the general public about the Exits, Stairs (up or down), Fire Exit, as in Parking Place, shopping complex,
Official Complex, Business Complex etc.

It is designs are as per the customer requirement  and base colour is also as per customer requirment.
Basically its paper colours are Red. Maroons Green, Parrot Green etc.

Its design is as for hanging purpose. Hanging may be on False ceiling or on real Ceiling. As hanging
Hooks are provided with this exit light for hanging purpose. Its Display portion is toward down side and
box is toward upper side. Hooks are provided at the body side.

It requires 230 VAC, 50 Hz . AC Supply for the purpose of on and battery charging.

Inside battery charger circuit is provided.

VDC single battery is provide for battery back up.

Auto changing option when the main AC supply get off.

ON/ OFF Switch is provided for the purpose of ON and OFF the device, at the bottom side
ie. towards Display side.
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INTRODUCTION :

EXIT

AC Supply

Construction CRCA Sheet , Powder Coating

Colour Black or as per Customer Requires

Dimension ( H x W x D ) in mm

Weight 6500 gms

Holding Hook At the Top side of the Device.

Display Device Acrylic Sheet with in side paper sandwich.

Operating Temp. - OºC to 40º C

Humidity - 5% to 95% R.H Non-Condessing

ENVIRONMENTAL CONDITIONS :

ValuesSpecification Items

SPECIFICATIONS :



SPECIFICATION ITEMS VALUES

Operating Voltage 230 VAC, 50Hz

Voltage Tolerance +10%, -15%

Battery Changing Voltage 75V DC

PURPOSE                                 PROVIDED
For Lighting Purpose CFL Tube, 11w

For Stabilize the Lamp Choke, 11w

Transformer 7.5 - 0 - 7.5Volts, 150mA

POWER SUPPLY & CHARGER :

ELECTRICAL :

DIMENSIONAL DIAGRAM :



Glow signboard is an indicating board by means of auto glow.
A is in essence a photo luminescent material, which emits a clear and visible glow when there
is power failure or total darkness. This material requires no battery- power or any other triggering
source for emission of the glow.
In view of this, it is one hundred percent safe and does not evolve any heat, flame, electric shock or
pollution. On exposure to light, natural or artificial, it absorbs and stores light energy and then in the
absence of light, this captivated light is released to give off a luminous glow by its non- toxic chemical.

uto glow

GLOW SIGN BOARD

It requires no external or internal wiring/electric supply. It is water-proof, Explosion- proof, Corrosion-
proof, Mold-proof, Vapour-proof and Fire Retardant (in a case of Metal signs). It has a long life and are
totally maintenance free.

No Lamps
No wires
No Batteries.
No maintenance .
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